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The product using material and processing must conform to the
"Wl —PZ—001"HSF technical standard control requirements
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1.MATERIAL SPE

CIFICATION:

1—1.CONTACTS: SEE P/N
2.PLATING SPECIFICATION:
2—1.CONTACTS:

TIN/GOLD PLATED OVER ALL.

3.ELECTRICAL P
3—1.RATED
3—2.CONTACT

3—3.INSULATION RESISTANCE:

3—4.DIELECTRI

VOLTAGE :

ERFORMANCE:

250V AC/DC
RESISTANCE: 20 mQ MAX
1000MQ Min
C WITHSTANDING : 1500V

4.ENVIRONMENTAL PERFORMANCE:

4—1.0PERATING TEMPERATURE: —25°'C~+85°C.
| 5.PACKAGE SPEC: REEL
6.P/N:
O I | |
IS t j Q j C4201 T 1 F X—X—M
= 11 R8I SERIES Noj Lbi-von
2 3.25 ' PLATING:
< - | CONNECTOR: 1-G/F
T—TERMINAL A—ALL AU G/F
A C—BRIGHT TIN
o TYPE CODE:1 O MATTE TIN
> O MALE FEMALE: METAL:
o0 F—FEMALE P—PHOSPHOR BRONZE
; M—MALE B—BRASS
) © H—High conductivity copper
O c/ e
O HE LR Rated Current (Max)
S o3| 4-6 [7-10|12-24
1.7Q 1.68 Mark el
16AWG| 9A 8A 7A B6A
l@% 18AWG| 9A 8A 7A 6A
2.80 2.00 20AWG| 7A B6A 5A 5A
5 i 22AWG| 5A | 4A | 4A | 4A
O o © E | :' 24AWG| 4A | 3A | 3A 3A
™ | = | o 26AWG| 3A | 2A | 2A | 2A
o 1 o 0,95 28AWG| 2A | 1A | 1A | 1A
: 4)/ O_) * Ordering Information & Specifications
) 'OO . Q . Wire Range Insulation O.D. Qty/reel
Section A—A Section B—B Section C-—-C AWGH18—422 | 3.00mm(max) | 10,000pcs
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