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Specifications:
Rated Voltage : 250V AC/DC
Rated Current : 10A AC,DC
8 55+0.30 Withstand Voltage : 1500V AC/minute
8.0 Contact Resistance : 10mQ(MAX.)
/.92+0.15 : Insulation Resistance : 1000MQ(MIN.)
[1.14£0.05 4.7, Temperature Range : —25C~+85°C
Contact: Brass/Tin—plated
) /i M Material: Nylon 66,UL94V—0 Halogen Free
Contact‘\ \ \ | /_3 The product using material and processing
must conform to the "WI-PZ—142"HSF
\+ technical standard control requirements
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‘JJ S Part No. Material Color
[ 1 ] — 13962W00—-3P—HF-A01 Nylon66,UL94V—0 Brass/Tin plated | white
Insulator | | | 2 13962W00—3PA-HF-A01 | Nylon66,UL94V—0 Brass/Tin plated | black
VY V. A P A 13962W00—3PC—HF—AOT | Nylon66,UL34V—0 Brass/Tin plated | red
13962W00—3PE-HF—-AO1 | Nylon66,UL94V—0 Brass/Tin plated |yellow
13962W00—-3PF~HF—AQ1 | Nylon66,UL94V—0 Brass/Tin plated | green
13962W00—3PG—HF—AQT | Nylon66,UL94V—0 Brass/Tin plated | blue
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